
6"

2' to 3'

1" MINUS GRAVEL TO FILL IN ROCK VOIDS

GEOFABRIC

6" LAYER OF 3" CRUSH ROCK or D50 = 3"

1'-8"
6"

1'-11"

0.48"

6' to 7'

Push rock into roadbase

1'-0"

8"

REPRESENTATION OF RESTORED SHOULDER DITCH RSD-01 SHOULDER PARKING PERMIT DETAIL OPTION 2

TEMPORARILY FILL DITCH
WITH 3" CRUSHED ROCK WITH
TOP COURSE OF 34" GRAVEL
TO SUPPORT TRUE GRID

2 FT TRUEGRID PROPLUS
TEMPORARY REQUIRED FOR
SHOULDER PERMIT INSTALL

AT -3% GRADE

EXTEND
GRADE TO
PROTECT

FROM ROAD
FLOODING

RESTORE DITCH ROCK AT
PROJECT COMPLETION SEE

RSD-01

CONSTRUCTION ACCESS RAMP (location will vary)
8" PIPW UNDER CONSTUCTION DRIVEWAY

SHOULDER PARKING PERMIT AREA
SEE DETAIL

EDGE OF ASPHALT

SHOULDER PARKING PERMIT OPTION 2  - PLAN VIEW - NARROWER LOT

HLD SHOULDER PARKING PERMIT ILLISTRATIVE EXAMPLE EXHIBIT (APPLICANTS TO PROVIDE SITE SPECIFIC EXHIBIT WITH APPLICATION)     2

Sign:
NO CONSTRUCTION

PARKING BEYOND

2' WIDE TRUEGRID PLACED AGAINST
ASPHALT TO REMAIN IN PLACE WHEN

PROJECT IS COMPLETED (REPLACE
GRAVEL IF CONTAMINATED). GRID

SHOULD BE PLACED 1" BELOW TOP
OF ASPHALT TO ALLOW 34" -1"  OF

GRAVEL OVER TOP OF GRID. FOLLOW
THE SLOPE OF ROAD TO INSURE THAT

SHOW PLOW DOESN'T GOUGE
GRAVEL OR GRID

TEMP DITCH

ADD 4' OF 2FT WIDE GRID AT EDGE OF
ASPHALT AT BOTH SIDES OF PARKING TO

TRANSITION

SHOW ALL FIRE HYDRANTS, CATCH BASINS AND ELECTRIC DEVICES

2 FT (Note 1)
-3% GRADE

2 FT (Note 1)
- 3% GRADE

NOTE 1
FOR REDUCED MAINTENANCE AND THE
CONTRACTORS ABILITY TO PLOW OR USE A SNOW
BLOWER THE HLD RECOMMENDS USING TRUEGRID
PROPLUS, HOWEVER THE CONTRACTOR MAY
PLACE GRAVEL TOP COURSE IN LIEU OF TRUEGRID.
THE HOMEOWNER AND CONTRACTOR ARE FULLY
RESPONSIBLE TO PROVIDE 8 FT WIDE PARKING
DURING THE WINTER SO THAT ROAD PLOWS ARE
NOT OBSTRUCTED.

TEMPORARY  DITCH
PLACE  3" CRUSHED
ROCK

SHOULDER PARKING PERMIT DETAIL OPTION 2
@ CONSTRUCTION ACCESS DRIVEWAY

2 FT (Note 1)
-3% GRADE  BOTH SIDES OF
ACCESS DRIVEWAY

TEMP DITCH BOTH SIDES OF
ACCESS DRIVE

CONSTRUCTION DRIVE
CONSTRUCTION MUST KEEP
SOIL FROM TRACKING ON TO
THE ROAD

8" PIPE ACROSS DRIVEWAY.
PIPE MUST NOT CRUSH
UNDER CONSTRIUCTION
TRAFFIC

SILT FENCE ALONG  TEMP DITCH

Sign:
NO PARKING

CENTER LINE OF ASPHALT
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